
Brady’s DIESEL resistant heat shrinkable sleeves fit 
snugly around wires for maximum insulation protection 
and permanent identification.

The B-7646 sleeves are resistant to organic fluids, 
common fuels, lubricants and solvents and have a 3:1 
shrink ratio.

These full-circle insulating sleeves meet the rigid 
insulating material requirements and physical properties 
of NF F 00-608 type A and H norm, SAE AS-81531 
(mark permanence) and MIL-STD-202 method 215K 
(solvent resistance) when printed with R-6600 series 
thermal transfer ribbons.

B-7646 sleeves will not fade or smudge and can be 
used with Brady’s Thermal Transfer Printers.

Key Features
Resistant to organic fluids, common fuels, lubricants ■■

and solvents.

3:1 shrink ratio.■■

Formulated for use in rail, aerospace & construction.■■

Thermal transfer printable.■■

Double sided printable.■■

Rugged sleeve construction for easy use, printing and ■■

application.
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Diesel Resistant Sleeve

Properties

Shrink Ration 3-to-1

Printable Sides Two-sided printable

Label Type/Style Sleeve

Colour Yellow

Material Type Polyolefin, diesel resistant, heat-shrinkable 
tubing, RoHS compliant

Brady Material # B-7646

Material Description Polyolefin diesel resistant

Adhesive None

Agency Approval(s)/ 
Compliance

CSA Accepted, MIL-STD-202, 
NF F 00-608 type A and H norm 
SAE-DTL-23053/6 Class 1, 
SAE-AS-81531, UL Recognized

Application(s) Wire & Cable Marking

Recommended Ribbon 
Series

Brady R-6600

Printer Compatibility BBP11 Series*
IP™ Printer Series
BP PR Plus Series
X-Plus II Series
Thermal Transfer Printers

* to be used with 3" core external unwinder



Diesel Resistant Sleeve
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Diesel Resistant Sleeves

Article No. Order Reference
Wire diameter range 
min/max (mm)

Width 
(mm)

Quantity 
per roll

620611 3:1DPS-3.2x50-B7646-YL 1.2 – 3.2 50 2500

620612 3:1DPS-4.8x50-B7646-YL 1.5 – 4.8 50 2500

620613 3:1DPS-6.4x50-B7646-YL 1.8 – 6.4 50 2500

620614 3:1DPS-9.5x50-B7646-YL 3.0 – 9.5 50 1000

620615 3:1DPS-12.7x50-B7646-YL 3.8 – 12.7 50 500

Perforated Diesel Resistant Sleeves
621992 3:1DPS-3.2x50-B7646-YL-2S 1.2 – 3.2 25 5000

621993 3:1DPS-3.2x50-B7646-YL-3S 1.2 – 3.2 16.67 7500

621994 3:1DPS-3.2x50-B7646-YL-4S 1.2 – 3.2 12.5 10000

621995 3:1DPS-4.8x50-B7646-YL-2S 1.5 – 4.8 25 5000

621996 3:1DPS-4.8x50-B7646-YL-3S 1.5 – 4.8 16.67 7500

621997 3:1DPS-4.8x50-B7646-YL-4S 1.5 – 4.8 12.5 10000

621998 3:1DPS-6.4x50-B7646-YL-2S 1.8 – 6.4 25 5000

621999 3:1DPS-6.4x50-B7646-YL-3S 1.8 – 6.4 16.67 7500

622000 3:1DPS-6.4x50-B7646-YL-4S 1.8 – 6.4 12.25 10000

622001 3:1DPS-9.5x50-B7646-YL-2S 3.0 – 9.5 25 2000

622002 3:1DPS-9.5x50-B7646-YL-3S 3.0 – 9.5 16.67 3000

622003 3:1DPS-9.5x50-B7646-YL-4S 3.0 – 9.5 12.25 4000

621989 3:1DPS-12.7x50-B7646-YL-2S 3.8 – 12.7 25 1000

621990 3:1DPS-12.7x50-B7646-YL-3S 3.8 – 12.7 16.67 1500

621991 3:1DPS-12.7x50-B7646-YL-4S 3.8 – 12.7 12.5 2000

Ribbons
Article No. Order Reference Width (mm) Length (m)

066034 IP R-4900 83mmx300m /O 83 300

066226 IP R-6002 83mmx300m /O 83 300

110040 IP R-6602 83mmx300m /O 83 300

035268 R-4900 83mmx300m /O 83 300

055753 R-6002 83mmx300m /O 83 300

110196 R-6602 83mmx300m /O 83 300

Brady Europe Locations

Belgium	 +32 (0) 52 45 78 11
Denmark	 +45 66 14 44 00
France	 +33 (0) 3 20 76 94 48
Germany	 +49 (0) 6103 7598 660
Hungary	 +36 23 500 275
Italy	 +39 02 26 00 00 22

Norway	 +47 70 19 10 30
Slovakia	 +421 2 3300 4800
Spain	 +34 900 902 993
Sweden	 +46 (0) 8 590 057 30
Turkey	 +90 212 264 02 20
UK	 +44 (0) 1295 228 288
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Your Brady Distributor

Order Reference System
3:1DPS-3.2x50-B7646-YL-2S

Perforated in 2, 3 or 4 parts

Sleeve colour

Brady B-nr

Sleeve width

Max wire diameter

3:1 Diesel double sided sleeve


